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PRESS TOOLING UP TO 54

ACO203 

Power
Charging 

Time
Piston 
Force

Piston 
Stroke 

Item Code

Battery 18V Li-Ion 1.5/3.0Ah 60 min Max. 32kN 40mm 39201

Compatible with XPress Systems  Tool Dimensions Other

Copper, Carbon Steel, Stainless Steel, 
Copper Gas, Stainless Steel Gas  

and Solar

408 x 80 x 125mm  
3.3Kg

Visible electronic sensor for 
jaw locking bolt.  

Contains electronic log book 
for analysis

Contains

S226 ACO203, 1 x Battery, Battery Charger,  
Carry Case 557 x 422 x 132mm

Total Weight: 7.9Kg

S228 Snap On sling

S229 ZB203 Adaptor

Size a b c Kg Code

12mm 143 110 39 2 39179

15mm 143 110 39 2 39180

18mm 143 110 39 2 39181

22mm 147 110 39 2 39182

28mm 147 110 39 2 39183

35mm 154 110 39 2 39184
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Size a b c Kg Code

42mm 112 100 41 1 39186

54mm 124 112 41 2 39187

a

c

b

Size a b c Kg Code

42mm 125 120 41 2 39269

54mm 125 122 41 2 39271
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Size a b c Kg Code

35-54mm 142 124 33 1 39190

S227 ECOTEC PB2 Jaws

S228 Snap On sling

S410 HP Snap On sling     Not suitable for copper     *For Sprinkler applications

S229 ZB203 Adaptor

S351 42-54mm Kit (S228 42 and 54mm Slings and ZB203 Adaptor)

Size Height Width Depth Kg Code

42-54mm 355 410 110 5 39041

A full kit of ACO203 tool with the 15-35mm jaws is available under product code 39040

mm

A full kit of 15-35mm jaws is available under product code 39068

NEW




